— CLUTCH—

—— ADJUSTMENT OF GEAR LOCKING DEVICE, LIGHT —
LONGITUDINAL _SECTION ON_CENTRE _LINE,

SHOWING TAPERED END OF GEAR LOCKING

ROD.

— Fig.1. — _l_ Bl

FRONT VIEW SHOWING ADJUSTABLE i . a
STOP FOR CLUTCH FORK AND ——— T
SECTIONAL VIEW THROUGH FORK SHAFTS.

Tolerance
for each
shaft

—Fig.2.

SIDE VIEW
SHOWING FORK STOP
ADJUSTMENT
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—— ASSEMBLY AND_ SECTION —

— Fig1.—

b, —Fig.3:— —Fig.2.—
LONGITUDINAL SECTION o 1"
ON _ CENTRE LINE. \ FRONT_ VIEW_SHOWING TOGGLES
\ T TN AND CLUTCH HOUSINGS.
Remove same amount from both faces. i'.'-"f"""f'/}';
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ON 6 SPRING CLUTCH, ONLY :

THE PRESSURE PLATE FACE IS NOT FLAT BUT_ SLIGHTLY CONCAVE. -
(See Fig.2.)

- Fig.4.-



24 —— CLUTCH —

—— TOGGLE ADJUSTMENT —

Fig.1.— APPARATUS FOR ADJUSTING CLUTCH. Fig.2.— MECHANISM IN POSITION "CLUTCH IN"
1701.T.

THESE DIMENSIONS CAN ONLY BE MEASURED
WHEN MOUNTED ON FACE PLATE.

FERRULE FOR DEPRESSING!
TOGGLES (REMOVE gy
WHEN ADJUSTING) (e — 27— = i A

= T N T3 Al

| “ — WHEN PIVOTED, FINGER C

Fig.3.— CHECKING ADJUSTMENT.

)/ ;! nt MUST SLIDE_OVER UPPER
PACKING PIECE '(. ]ﬁ ' FACE OF TOGGLE.
| 1K ‘\‘"‘;;;’.ﬁ‘,’,’,.._.,,.
i A N
FACE PLATE 'A' FIXED TO BENCH | | TS I -
BY COACHSCREWS. ! | w
| .
TUBE 'B' FITTED THROUGH ;1? ‘ s
BENCH TOP AND BEDDED ’ vl . Faial 00
IN_FLOOR. ‘ . . ;;5, %
| ! 7
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——TOGGLE ADJUSTMENT (SIMPLIFIED METHOD) —

Fig.1. METHOD OF MOUNTING.

TN T |

STUD 8DIA. X125 PITCH.
60 LONG WITH POINTED END. = ¢
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END OF STUDS FLUSH AND LOCKED BY PIN-PUNCH.

. TIGHTEN 3 NUTS a
Fig.2. BLOCK M.R.3457/11. SUCCESSIVELY WITH THE

SAME NUMBER OF TURNS.

IS TO BE ADOPTED WHEN OTHER ! | 8dia X 125 PITCH ENSURE THAT BLOCKS AT 'b*
MEANS ARE NOT AVAILABLE. ¥ - ARE IN CONTACT ON RING AT ‘c

DURING ADJUSTMENT IT IS

NECESSARY TO APPLY MOTION
TO THE TOGGLES EITHER BY 31.5%
A PRESS OR DRILLING MACHINE.

3 BLOCKS ARE NECESSARY
—_ FOR ADJUSTMENT.
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