6 2 —— STEERING —

—— REMOVING AND REFITTING STEERING WHEEL —

Fig.1. — LOCATING FIXED TUBE. Fig.2. REMOVING STEERING WHEEL.
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—— ASSEMBLY ——

SECTIONAL VIEW THROUGH CASING
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—— ASSEMBLY OF BALL PINS ——

FIG.2. SECTIONAL VIEW THROUGH DOWEL PIN

FIG.1. SECTIONAL VIEW SHOWING BALL PINS
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FIG.3. CHECKING TOLERANCE OF RING NUT
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FIG.4. ASSEMBLY OF BALL PINS AT TRACK ROD END
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—— HOLDING RACK AND PINION GEAR IN VICE —

ASSEMBLY SHOWING USE OF CLAMP MR.1561. g §
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——VARIOUS TOOLS—

Fig.1. COMBINATION SPANNER FOR
—°= RETAINING TUBE AND RING NUT
1976.7.

.

Fig.2. SPANNER FOR
ADJUSTING NUT_ON
OUTER _BALL PIN CUP.

Fig.3. SPANNER FOR
STEERING RACK
TUBE CAP. 1975.T.
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—— ADJUSTING LENGTH OF TRACK ROD —

ASSEMBLY SHOWING USE OF GAUGE

DETAILS OF GAUGE
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—4&4 FOR ONE TRACK ROD

TO BE TAKEN FROM STEERING ARM{426542 OR 543

427243 OR 244 TO BE TAKEN FROM OUTER
(THE 2 CONES T & T MUST BE PARALLEL) | A BALL PIN 601846
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TO ASSEMBLE PARTS OF THIS GAUGE FIRST ADJUST A COMPLETE TRACK ROD TO
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DIMENSIONS GIVEN ; PLACE PARTS B&C IN TRACK ROD AND NOTE THEIR W
POSITION ON LEAF A BY PROVISIONAL WELDING.
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AFTER REMOVING TRACK ROD, COMPLETE WELDING. —L¢ 14.5
i OPERATE IDENTICALLY FOR OPPOSITE END. w (w)
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