
TRACTION AVANT FOUR CYLINDER 

DRIVESHAFT REMOVAL -

MAJOR COMPONENTS AND ASSEMBLIES 

VERTICAL SECTION THROUGH R.H. FRONT HUB 

LEFT-HAND FRONT SUSPENSION AND DRIVE 
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Split pin 
Hub nut 25 mm 
(38 mm across flats) 
Wheel nut and stud 
Hub Jassembly
Brake drumJ 
Stub axle (LE.R) 
Outer oil seal 
Woodruff key 
Outer locking ring 
Lockin!j tab 
Locking screw 
Outer bearing 32x12xl1/19 
Spacer to suit (36 or 34) 
Inner locking ring 
Locking tab washer 
Inner bearing 35x72x11 
Inner oil seal 
Seal adapter-ring (pre-1938) 
Driveshaft (outer) assembly 
Outer (constant velocity) joint 
Inner (cardan) joint 

22. Grease nipples
23. Felt seal 
24. Split seal retaining ring
t (fit both sides of felt) 
25. Drive flange bolt
26. Grease retaining welsh plug
27. Upper suspension ball joint
28. Lower suspension ball joint
29. Swivel housing/hub carrier
30. Brake backing plate
31. Brake wheel cylinder
32. Suspension arms
33. Essential clearance to avoid

bearing damage
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HUB AND BEARING COMPONENTS 
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DRIVESHAFT ASSEMBLY 
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I DRIVESHAFT REMOVAL 
Note: Not all the tools i_llustrated a!-'e essential- l SPECIAL JOO LSsee text. Alternative tool designs may be 
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encountered. 
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C.�ct,on of tens100 

HUB NUT SPANNER 

HUB REMOVER 

EXTRA=.TOR BODY 

RING REMOVER 
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SPANNER 1825.T. 

C:OLLE:TS ANO RIIVG ,-uLL...,;__� __ ui..-.____ ---11-L--,---��� 
U...-.:.U..-"--'-'-..;:,__.;.__,1;::_1111_11 __ 11::,.111...;• . �11!' ,_,,:,ij • ..1t1IJ 

OUTER BEARING REMOVER 
INNER LOCKING RING REMOVER 
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COLLETS AND RING 

. BALL EXTRACTOR 
1851.T, 
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SUSPENSION BALL PIN EXTRACTOR 

STEERING BALL PIN EXTRACTOR 
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IMPORTANT: 00 !\JOT OMIT TO SCREW KNURLED 
CAP 0"-1 BALL PIN THREAD BEl=ORE PLACING 
EXTRACTOR. THIS 15 TO AVOID DAMAGE TO 
THREADED ENO THROUGH PRESSURE 01= 
EXTRACToA STUD. 
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EXTRACTOR 1964.T. 
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